PIK Rite Spreader Specifications

Category Model 490 Model 490V Model 490VB Model 790 Model 790VB Model 795 Model 1190 | Model 1190VB |Hydra-Pull 1880VB
Capacity 250 bu, 250 bu, 250 bu. 400 bu, 400 bu, 400 bu, 550 bu. 550 bu. 880 bu,
Struck Level 147 cu. Ft, 147 cu. Ft. 147 cu. Ft. 249 cu. Ft. 249 cu. Ft. 249 cu. Ft, 435 cu. Ft. 435 cu. Ft. /12 cu. Ft.
Heaped 206 cu. Ft, 206 cu. Ft. 249 cu. Ft. 340 cu. Ft. 418 cu. Ft. 340 cu. Ft. 508 cu. Ft. 604 cu. Ft. 1096 cu. F.
Heaper (Upper Beater) 249 cu. Ft. 249 cu. Ft. N/A 418 cu. Ft N/A 418 cu. Ft. 604 cu. Ft N/A N/A
Load Carrying Capacity 6.5 TONSs 6.5 tons 6.5 tonNs 11.5tons 11.510ONS 1 1.5 tons 16.6 tONSs 16.6 toONs 24,2 tons
Inside Width of Box 61.75" 61.75" 61.75" /1" /1" /1" /1" /1" 60"-96"
Depth of Box 28" 28" 28" 32" 32" 32 66,75 56.75" 3.2
Overall Width w/ Truck Tires / Tire Size | 97.5°/10.00-20 | 80°/12.6Lx 15 | 97.5"/10.00-20 | 116.5"/10.00-20 | 116.5°/10.00-20 N/A 121.5"/425/65R22.5121.5"/425/65R22.5 N/A

Overall Width w/ Flotation Tires / Tire Size| 105°/16.51-16.1 N/A 109°/16.9L-16.1 | 121.9°/16.9L-16.1| 121.5°/16.8L-16.1| 1327/550/60-22.5| 1327/550/60-22.5|132°/530/60-22.5| 1327/700/40-22.5
Overall Height: Top of Moving Panel 53" 71" % 61.7" 72.5" 70" 86.75" Q7.5 N/A
Overall Height: Top of Upper Beater 60.5" 90.5" 78" 70" 86" 84" 93.25" 112" N/A

Overall Length 187" -1810" 216" 239" 24'8" - 24'11”" 286" 24'11" 24'8" -24'11”" 28'6" 316"
sedlengih florn Face o Moving Fane 12'6" 12'6" 139" 161" 174" 161" 161" 17'4" o4
Beater Speed 394 rom 394 rom 390 rom/ (420 rom) 337 rom 420 rom/ (360 rom) 394 rom 337 rom 420 mrom /20 mom
Upper Beater Speed 284 rom 284 rom N/A 294 rom N/A 284 rom 294 mom N/A N/A
-an Diameter 27°( (13.25%) 277/ (13.25%) 29.7" 32°/ 16" 34.6" 24" 32°/ 24" (16" 34.6" 34.6"
Number of Paddles on Beater 12 12 36 16 42 12 16 64 /0
Tractor PTO Horsepower Min. Rec, 60 hp 60 hp 60 hp 100 hp 100 hp 100 hp 150 hp 150 hp 200 hp
Nurmber of Unoading Speeds | 2 flom | rifiaiom | il fom | b fom | pifafiom | piffiefiom | e fom | il fom | e o
PTO Speed 540 540 540/ (1000) 1000/ (540) 1000/ (540) 1000 1000 1000 1000
PTO Shaft Diameter 1 3/8" 1 3/8" 1 3/8” | 8 1 3/8” 1 3/8" 1.3/8"/(13/4") | 13/8"/(1 3/4") 1 3/4"
Numiber of End-gatfe Cylinders one one one two fwO fwo WO WO TwO




